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POSIFLEX XT-6015
High-End Fanless POS Terminal

"In today’'s retail and hospitality markets, POS terminal is no longer just a cold and hard business tool. It is a
part of the store decoration, a part of the store image. Each curve and detail of the POS terminal should add
something to the overall mood of the store, to lift the shopping experience of customers™

Specification
XT-6015C
System Processor: Intel Skylake Core i5-7360U
System Memory : DDR4 SO-DIMM x 1, max. 16 GB
Storage Device : M.2 connector [SATA Signal Only] x 1 + SATA x 1, w/ power connector
(SATA port is available through service window)
Power Supply : 12V/60W
0S Support : Windows Embedded 8.1 Industry 64 bit/Windows 10 10T 64 bit

Display & Touch
LCD: 15" TFT LCD
Resolution : 1024 * 768
Touch : True-flat PCAP touch with multi-touch support [IP 65 on front panel]

Interface

Serial Port : RJ50 x 3, 5V/12V support on all COM ports

Standard USB Port: 5, USB 3.0*2 + USB 2.0 * 3

LAN Port: 10/ 100/ 1000 Mb * 1

Display Port : VGA x 1, 12V support for Posiflex monitars

CR Port : 1, control 2 CR via optional Y-cable, supporting 24V cash drawer
Audio : Internal 2W speaker * 1

Expansion Slot: M.2 slot * 1

Physical Dimension
Dimension [ W*D*H in mm] : 372 x 320 x 252.7
Weight [N. W. in kg] : 5.86

Environmental
Operating Condition : 0°C - 50°C, 20%RH - 90%RH (Equipped with S5D)
Storage Condition : -20°C - 70°C, 10%RH - 90%RH

Built-in Options
WiFi: M.2 WiFi/BT module

Attachment Options

POS Monitor : 9.7"/10.1" TFT LCD display (touch/non-touch)
Line Display : 2 x 20 rear-mount VFD customer line display
Attachment : MSR; iButton; Rotatable 2D Scanner; RFID; Fingerprint Sensor; Keypad
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